
Fujitsu MCM3064AP magneto-
optical drives provide
capacities up to 640
megabytes on a single disk
and data transfer rates of up
to six megabytes per second.

Fujitsu also introduces the
MCM3130AP, featuring 1.3GB
capacity in a 3.5-inch disk.
This capacity is achieved by
incorporating Magnetically-
induced Super Resolution
(MSR) technology, which
allows significantly greater
linear and tracking densities.

• Internal data transfer rate up
to 5.94MB/sec (MCM3064AP)
and 6.70MB/sec
(MCM3130AP)

• Full read/write compatibility
with conventional ISO
standard media
(640/540/230/128MB)

• Up to 30% faster write
performance with OW
(Direct-Overwrite) media

• Available in ATAPI version

MCM3130AP/MCM3064AP
Magneto-Optical Drive

GIGAMO is a new technology standard for 3.5" MO drives and media with over 1GB capacity.
GIGAMO has full read/write compatibility with conventional ISO-standard media (128/230/540/640MB).



takes new magneto-optical
(MO) technology to new levels with its
640MB and 1.3GB drives.
This state-of-the-art, high-performance 

MCM3130AP/MCM3064AP Specifications

MCM3064AP stores up to 640MB and,
similarly, MCM3130AP stores up to 1.3GB,
with high performance of 5,455min-1 [rpm]
rotational speed and fast seek time of 23 ms.

The new drives achieve a 20% faster file
copy performance for 128MB, 230MB,
540MB, and 640MB media compared with
previous drives.
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Functional specifications MCM3130AP
MCM3064AP

Storage capacity 128MB 230MB 540MB 640MB 1.3GB*1

Sector capacity Unformatted 725 bytes 725 bytes 778 bytes 2,584 bytes 2,631 bytes

Formatted 512 bytes 2,048 bytes

Standard ISO/IEC10090 ISO/IEC 13963 ISO/IEC 15041 —

Interface ATAPI

Rotational speed 5,455 min-1 3,637 min-1

Data transfer rate Drive 1.65MB/s 2.00 – 3.16MB/s 3.54 – 5.94MB/s 3.52 – 5.87MB/s 3.92 – 6.70MB/s

Interface 16.6MB/s(PIO mode 4, DMA mode 2), 33.3MB/s(UltraDMA mode2)

Recording density (µm/bit) 1.04 {24,424 BPI} 0.87 {29,308 BPI} 0.48 {52,900 BPI} 0.285 {89,100 BPI}

Track density (µm/bit) 1.60 {15,875 TPI} 1.39 {18,275 TPI} 1.10 {23,090 TPI} 0.90 {28,200 TPI}

Seek time Random seek 23ms (typ.)

Average latency time 5.5ms 8.2ms

Recording code 2 – 7 RLLC 1 – 7 RLLC
Load time 8 sec. (typ.) 12 sec. (typ.)

Unload time 4 sec. (typ.)

Buffer size 1,844 KB

Physical Specifications
Power requirement 5VDC±5% 1.2A (typ.); 2.7A (max.) 

Power consumption Random read/write 5.8 W (typ.)

Sleep 1.2 W

Dimensions 25.4 x 101.6 x 150.0 mm

Weight 410 g

Ambient temperature Operation 5°C – 45°C

Non-operation 0°C – 50°C

Relative humidity Operation 10 – 85 % (non-condensing)

Non-operation 10 – 85 % (non-condensing)

Vibration Operation 3.92m/s2 {0.4G} (5 – 500Hz, sine sweep)

Non-operation 9.80m/s2 {1.0G} (5 – 500Hz, sine sweep)

Shock resistance Operation 19.6m/s2 {2.0G} (10ms, half-sine pulse)

Non-operation 49m/s2 {5.0G} (10ms, half-sine pulse)

Transport 980 m/s2 {100G} (10ms, half-sine pulse)

Altitude Operation Less than 3,000m

Non-operation Less than 12,000m

Acoustic noise Less than 30dBA

Air flow requirement 0.02m3/min or lower, 0.3m/s or lower

Reliability Specifications
MTBF 120,000 power-on hours

Component life 5 years
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*1 MCM3064AP is not support 1.3G medium.
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